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******************************************************************************** 
  
/* 
/*  FIX PROBLEM WITH INCORRECT OUTPUT OR ABEND DUE TO A SPECIFIC VALUE IN 
/*  A FIXED BLOCK RECORD. 
/* 
// EXEC MSHP,SIZE=720K 
   CORRECT 2885-CSS-00-105 : CS10513 
   REQUIRES PRE=CS10512 
   AFFECT PHASE=CSI$SDMI 
   ALTER  00E188 1810     : 1840 
   ALTER  00E1AA 40310000 : 40304000 
   RESOLVES 'INCOROUT ON FIXED BLOCK FILES' 
/* 
/& 
// JOB CS10514 
/* 
/*  FIX PROBLEM WITH COPY FROM FB TO VB 
/* 
// EXEC MSHP,SIZE=720K 
   CORRECT 2885-CSS-00-105 : CS10514 
   REQUIRES PRE=CS10513 
   AFFECT PHASE=CSI$SDMI 
   ALTER  00E20C D70360306030     : D201603260E4 
   ALTER  00E212 D201603260E45820 : 58006030A70A0004 
   ALTER  00E21A 602CD201200060E4 : 5820602CBE032000 
   RESOLVES 'INCOROUT ON FIXED BLOCK FILES' 
/* 
/& 
// JOB CS10515 
/* 
/*  CSI-SORT calls the CSI VSAM Catalog Access Module CSICATMD 
/*  in amode 24. 
/* 
/*  Starting in z/VSE 4.3, VSAM allocates control blocks in 31-bit 
/*  storage, if available. This can cause an abend if VSAM does 
/*  indeed allocate the ACB in 31-bit storage. 
/* 
// EXEC MSHP,SIZE=720K 
   CORRECT 2885-CSS-00-105 : CS10515 
   REQUIRES PRE=CS10512 
   AFFECTS PHASE=CSI$SDMI 
   ALTER 4DF8 47E0C11A : 47F0C11A 
   RESOLVES '31-BIT VSAM ABEND IN CSICATMD' 
/* 
/& 


