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PT/ZOptics Firmware Upgrade Instructions

Please read through the entire procedure. If you are uncertain of any of these steps, contact PTZOptics prior to
beginning the update process,

support@ptzoptics.com
nttps.//help.ptzoptics.com/,

Double check you have the correct firmware for the camera you are currently working on. You can download the
latest firmware files from ptzoptics.com/latest-firmware-files/.

These instructions go over the Firmware Upgrading process for the network and USB firmware updates.

‘Important” - Information before getting started

Upgrade Tools
o There are multiple versions of the Upgrade Tool available. \Whenever possible, you should use the
Windows v2.8C Upgrade Tool
o TheMacva7C Upgrade Toolis unable to Backup / Restore the camera. It's also unable to perform the
Search function in Mac OS Big Sur.
o The computer running the Upgrade Tool needs to be on the same Local Area Network that the
cameras are on.
MAC Address
o Before starting the firmware upgrade process, you should confirm each camera's MAC address to
determine which Upgrade Tool to use. The Windows v2.8C Upgrade Tool comes in 'D4" and "'DC’
variations
o The Mac vz 7C Upgrade Tool is only available in 'D4".
Firmware Files
o Bewary when downloading the same firmware file multiple times. If a file has " (1)" on the end of the
file name, you will need to delete the * (1) in order to update the camera.
Backup Files
o The Windows v2.8C Upgrade Tool allows you to name the Backup file each camera produces. For
best results, give each camera’s Backup file a unique name to make it clear which camera it pertains
to

Using the incorrect Upgrade Tool will result in your camera’'s MAC Address changing.
Applying a Backup file to the wrong camera will result in two cameras having the same MAC Address.

You should take note of each camera’'s Serial Number, MAC Address, & IP Address before starting the
firmware update process.

Determining the Correct Windows Upgrade Tool Page 2
Network Firmware Update - Windows Page 3
Network Firmware Update - Mac Page 5
USB Firmware Update Page 8
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Determining the Correct Windows Upgrade Tool

1. Confirm the MAC Address of the camera you intend to firmware upgrade.

You can confirm the camera's MAC Address by looking underneath the camera, or by doing a search in the
H Upgrade Tool.
— See Fig. 1and Fig. 2 below.

© UPGRADE v2.8 - o X
-
v | d e o Cam e ra Search | Upgrade Config Backup Preview
Devices: 24 Interface Ethernet:192.168.15.118 -| search
No 1P Address  ~ NetMask Gatenay MAC Address Uptime Device ID Firs
1 10.0.0.5 255.255.255.. 10.0.0.1 1£0:8E:A0:04: TDay 00:05:... 7d2cd1b789024e0ch6FShSea. 1.1,
- 2 192.168.15.134  255.255.255. 192.168.15.1 DA:E:8E:06:AA:80 17Day ©3:24. cOledbd9cf24028beaba7f2.. 192.
3 192.168.15.207  255.255.255. 192.168.15.1 DA4:E0:BE:06:61:00  05:11:20  111b3741ea2l4eB89f8e3923_ 192.
4 192.168.15.25  255.255.255. 192.168.15.1 14Day 01:35.. d40d11b593a04¢31880a79¢3.. 192.
e S 192.168.15.26  255.255.255.. 192.168.15.1 60ay 23:55:.. edabledds6cdd196a7ellesh . 192
owerre uirem ent- 1 2V FIR 6 192.168.15.27  255.255.255.. 192.168.15.1 0b8b03480de541de96af114f.. 192.
. 7 192.168.15.28  255.255.255. 192.168.15.1 i~ 095dbcefaf8ad0a206b8sfeb . 192
8 192.168.15.20  255.255.255.. 192.168.15.1 i 597ed3cb19efdcccasfsasol. 192

5d77fdS8ee8e4259a111dddd.. 192.
d560113fbf23447fba12af33. 192.
eaf4a0c0311d4275b406c507. 192,
6af7 42418c01F9de.

. bo2efadfd770465daed5017d.. 192.

:25.. @e3blabf76eedadedcBa57F9.. 192,
37Day 23:46.. 3b6276a60fb3a7eabde7bf65. 192.
66Day ©5:27.. £1823b6cbaldd8dbBadadd7e.. 192.
38Day 00:56.. 423f5537b1b94ef4a514881c.. 192.
31Day 04:13.. 85bc1eb68364526a2bfeac7.. 192,
66Day ©5:29.. 2039f14bf15428186406a62.. 8.8.
45Day ©1:39.. 66aa346a889d45cabb0agsaf.. 8.8.
350ay 01:27. 6550609c8ecbafedba6ffs558. 192.

192.168.15.33  255.255.255.. 192.168.15.1

. 255 3
Se rl al No . xe1 20401 05 13 192.168.15.35  255.255.255.. 192.168.15.1
. 14 192.168.15.36  255.255.255.. 192.168.15.1

15 192.168.15.37  255.255.255.. 192.168.15.1

A 16 192.168.15.38  255.255.255. 192.168.15.1

5 17 192.168.15.39  255.255.255.. 192.168.15.1

- i b/ 18 192.168.15.40  255.255.255. 192.168.15.1
MAC. I 19 192.168.15.41  255.255.255.. 192.168.15.1

20 192.168.15.42 255.255.255.. 192.168.15.1
21 192.168.15.43  255.255.255.. 192.168.15.1
22 192.168.15.45  255.255.255.. 192.168.15.1
A= 23 192.168.15.55  255.255.255. 192.168.15.1
w 24 192.168.15.56  255.255.255. 192.168.15.1

9 192.168.15.30 255.255.255.. 192.168.15.1
ower Consump on: c € 192.168.15.32 255.255.255.. 192.168.15.1

17Day 03:25.. 394a676d444c42ecalc5fbed.. 192.
66Day 05:28.. cSb28cec3b754d26952d57a2.. 8.8.
420ay 05:16.. 6ec2c258b29349799c55aded.. 192.

User: admin sword: admin

IP:192.168.100.88 MADE INCHINA ™ ——
Fig 1 Fig 2

2. Once confirmed, use the corresponding Upgrade Tool for the camera

You may find that you have a combination of D4 & DC cameras in your setup. If this is the case, you should
take note of which Upgrade Tools to use with each camera

3. Use Fig. 3 below to determine which upgrade instructions to follow for your camera

Network only USB only Both
PT12X-NDI-xx PT12X-SDI-xx-G2 PT-WEBCAM-80 PT12X-USB-xx-C2
PT12X-NDI-ZCAM PT12X-ZCAM PT-WEBCAM-80-v2 | PT20oX-USB-xx-C2
PT20X-NDI-xx PT20X-SDI-xx-G2
PT20X-NDI-ZCAM PT20X-ZCAM
PT30X-NDI-xx PT30X-SDI-xx-G2
PTVL-NDI-ZCAM PTVL-ZCAM
PTEPTZ-NDI-ZCAM-G2  PTEPTZ-ZCAM-G2

Fig 3
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Network Firmware Update

Windows

To perform a network firmware update, you will need an active network connection from the computer to the camera.
From there, open the Upgrade Tool to begin the Network Update process.

1. From the Search Tab, click the Interface dropdown and select your network connection type. From there, click the

Search button to find the network cameras.

2. Locate the camera you wish to firmware update from the newly found list

‘Backup".

© UPGRADE v2.8 — O X
Search Upgrade Config B 1 2
Devices: 10 InterfacQWi-Fi:192.168.111.126
No IP Address - NetMask GatelWay MAC Address L
1 192.168.108.30 255.255.252.0 192.168.111.1 D4:E0:8E:06:1D:05 &
2 192.168.108.34 255.255.252.0 192.168.111.1 D4:EQ:8E:EF:F5:02 €
3 192.168.108.37 255.255.252.0 192.168.111.1 D4:E0:8E:44:FA:83 ¢
4 192.168.108.38 255.255.252.0 192.168.111.1 D4:EQ:8E:A6:0F:39 =
5 192.168.108.52 255.255.252.0 192.168.111.1 D4:EQ:8E:AQ:00:FE ¢
6 192.168.108.92 255.255.252.0 192.168.111.1 D4:E@:8E:AD:AB:B5 1
7 192.168.110.26 255.255.252.0 192.168.111.1 D4:E0Q:8E:59:7F:90 1
8 192.168.111.78 255.255.252.0 192.168.111.1 D4:EQ:8E:Al:6E:CO <4
9 192.168.111.88 255.255.252.0 192.168.111.1 DA4:E0:8E:0A:99:88 ¢
10 192.168.111.98 255.255.255.0 192.168.111.1 D4:EOQ:8E:A0:01:B8 ¢
Language English - TYPE1 ~

€) UPGRADE v2.8

Search Upgrade Config Backup Preview

Devices: 12 Interface Wi-Fi:192.168.111.126

- Search

¥ NetMask

No IP Address

GateWay

4

Language | English -': |

1 | e — a1 D4:EG:8E:
2 192.168.1¢ Upgrade © 192.168.111.1 D4:E@:8E:
3 192.168.1€ © 192.168.111.1 D4:E@:8E:
4 192.168.1¢ © 192.168.111.1 D4:E@:8E:
5 192.168.% @ 192.168.111.1 D4:E@:8E:
6 192.168.1€ Free— © 192.168.111.1 D4:E@:8E:
7 192.168.1€ @ 192.168.111.1 D4:E@:8E:
8 192.168.1 Flicker © 192.168.111.1 D4:E@:8E
9 192.168.1% Close Flicker @ 192.168.111.1 D4:E@:8E:
1@ 192.168.1 © 192.168.111.1 D4:E@:8E:
11 192.168.1 Reboot © 192.168.111.1 D4:E@:8E
12 192.168.117.98 L@ 192.168.111.1 D4:E@:8E:

MAC Address
26:
AB:
EF:
44:
A6:
AB:
AD:
:59
69:
Al:

AB:

:7F:90

Uptime I
1D: 085 SDay ©0:42:21
79:A6 SDay 19:85:06 .
F5:82 6Day 21:85:57 I
FA:83 ©0:18:27 4
©F:39 3Day 20:09:37 q

L}
‘
{

©8:FE ©1:17:27

AB:BS 16Day 22:87:02
19Day ©1:48:29
E9:55 @0:00:00 i
6E:C@ 4Day 20:41:08 4
©2:28:89 .

©1:B8 ©8:46:30@ 1

| TvPE1 ~

. Right-Click that camera and select
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3. From the Backup Tab, click the "‘Backup” button to begin the Backup process.
€ UPGRADEv2.2
*Search Upgrade Config ‘ B?ck; ‘ Preview

IP Address 192.168.108.30

File Path none
Backup File none

Backup Status disconnect

" Restore

Language \imlish L}

| TYPE1 |

a.
process
Ir / The Upgrade Tool v2.7 for Windows can not name backup files.

Occasionally, the Backup process will fail. When this happens, simply click

‘Backup' again to begin the

4. Once the Backup process is finished, head back to the Search Tab and locate that same camera. Right-Click the

camera and select "Upgrade”.

€) UPGRADEv2.8 - ] X
Search ‘ Upgrade = Config = Backup = Preview
Devices: 12 Interface |Wi-Fi:192.168.111.126 v || search
No IP Address ¥ NetMask GateWay MAC Address Uptime [
1 1.1 D4:EQ:8E:06:1D:05 5SDay ©0:42:21
2 .1 D4:E@:B8E:AB:79:A6 SDay 19:05:06 [
3 .1 D4:E@:8E:EF:F5:02 6Day 21:05:57 |
4 .1 D4:E@:8E:44:FA:83 ©0:18:27 s
5 .1 D4:E@:8E:A6:0F:39 3Day 20:09:37 [
6 .1 D4:E@:8E:A0:08:FE ©1:17:27 f
7 - .1 D4:E@:8E:AD:AB:B5 16Day 22:87:02 !
8 Flicker .1 D4:E@:8E:59:7F:9@ 19Day 01:48:29 |
9 192.168. Close Flicker 192.168.111.1 D4:E@:8E:69:E9:55 ©0:00:00 i
10 192.168. 192.168.111.1 D4:E@:8E:Al:6E:C@ 4Day 20:41:08 g
11 192.168. Reboot 192.168.111.1 D4:E@:8E:BA:99:88 ©2:28:09 ‘
12 192.168. 98 192.168.111.1 D4:E@:8E:A0:01:B3 ©0:46:30 1
[«] D
Language English ~ | TYPE1 « |
2
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5. From the Upgrade Tab, click the "Query’ button to ensure the camera is properly connected to the Upgrade Tool
The information section will be filled with the camera’s information upon success.

€ UPGRADE v2.8 - O
Search ‘ Upgrade ‘ Config | Backup = Preview ‘
Type | MTD ~|/192.168.108.30
Load File re/V71SV/2020.03.02/V71SV_G22.HI_V7.2.43_24M 20190725.img|  Open |

| 0% Upgrade ‘

Status disconnect disconnect

VERSION INFO =
SOC: v6.2.71

ARM: v6.3.58THI

AF: v1.2.12

MODEL: F2.HI

UPGRADE: v2.9.1
MTD INFO

Dev Size  Erasesize Name

mtd0: 00080000 00010000 "boot"

mtdl: 00300000 00010000 "kernel"

mtd2: 01400000 00010000 "rootfs"

mtd3: 00100000 00010000 “"reserve"

mtd4: 00080000 00010000 "data"

Language \Engish v | [TvpeE1 |

6. Click the "Type" dropdown and select "MTD". Next, click the "Open’ button to begin searching your computer for
the upgrade file. Once located, click the "Upgrade’ button to apply the firmware,

’ Query |

€ UPGRADE v2.8
Search ‘ Upgrade ‘ Config Backup Preview
] |
Type@ D v>7“192.168.108.36
Load File ;;*e/WlSV/ZOZO. 03.02/V71SV_G22.HI_V7.2.43_24M 20190725.1im,
| 0%

Status disconnect disconnect
VERSION INFO

SOC: v6.2.71

ARM: v6.3.58THI

AF: v1.2.12

MODEL: F2.HI

UPGRADE: v2.9.1
MTD INFO

Dev Size Erasesize Name

mtd0: 00080000 00010000 "boot"

mtdl: 00300000 00010000 "kernel"
mtd2: 01400000 00010000 "rootfs"
mtd3: 00100000 00010000 “"reserve"
mtd4: 00080000 00010000 "data"

Language | English ~ |

—

Upgrade | E

TYPE1 v |

7. Do not power off the camera while it is firmware updating.
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8 Once the firmware update process is complete, head back to the Search tab and locate that same camera. Right-
Click the camera and select "Backup”.

€ UPGRADEv2.8 - m}

Search ‘ Upgrade = Config = Backup = Preview

Devices: 12 Interface |Wi-Fi:192.168.111.126 v || search

No IP Address v NetMask GateWay MAC Address Uptime

1 192. G e ©  102.168.111.1 D4:E@:8E:06:1D:05 5SDay 80:42:21
2 192.168.1 Upgrade @ 192.168.111.1 D4:E@:8E:AB:79:A6 SDay 19:05:06
3 192.168.1€ o @ 192.168.111.1 D4:E@:8E:EF:F5:02 6Day 21:05:57
4 192.168.14 @ 192.168.111.1 D4:E@:8E:44:FA:83 00:18:27
5 192.168. f: 192.168.111.1 D4:E@:8E:A6:@F:39 3Day 20:09:37
6 192.168.1¢  poiod @ 192.168.111.1 D4:E@:8E:A0:00:FE ©1:17:27
7 192.168.1€ @ 192.168.111.1 D4:E@:8E:AD:AB:BS 16Day 22:07:02
8 192.168.1 Flicker © 192.168.111.1 D4:E@:8E:59:7F:90 19Day ©1:48:29
9 192.168.1 Close Flicker @ 192.168.111.1 D4:E@:8E:69:E9:55 ©0:00:00
10 192.168.1 @ 192.168.111.1 DA4:EQ:8E:Al:6E:C@ 4Day 20:41:08
11 192.168.1 Reboot © 192.168.111.1 D4:E@:8E:0A:99:38 ©2:23:09
12 192.168.11T798 © 192.168.111.1 D4:E@:8E:A0:01:B8 ©00:46:30

.17

Language |English ~ | |TvPE1 |

9. From the Backup Tab, click the "Restore” button to begin searching your computer for the Backup file you made in

step 3.

© UPGRADE v2.8 — O

Search = Upgrade @ Config | Backup | Preview

IP Address |192.168.108.30

H Backup

File Path none
Backup File none

Backup Status disconnect

Language | English ~ | | TvPE1 ~ |

10. Occasionally, the Restore process will fail. When this happens, simply click "‘Restore” again to begin the process.
Congratulations! You have successfully network firmware upgraded your PTZOptics camera! If you are firmware
updating a USB camera, please continue through these instructions to the USB Firmware Update section.

11.

4
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Mac

To perform a network firmware update, the first thing you will need to do is open the Upgrade tool. Because the tool is
unverified within the Apple store, it requires a few extra steps to fully open for the first time

The first time you try to open the tool, you will likely be greeted with Fig. 1 below. To bypass this message, open a
new Finder window and locate the Upgrade tool. Right-click or CTRL + click the icon and select "Open’, at which point

you will see Fig. 2 below.

macOS cannot verify the
developer of “upgrade”. Are
you sure you want to open it?

“upgrade” cannot be opened
because the developer cannot be

c By opening this app, you will be
verified.

overriding system security which
can expose your computer and
personal information to malware
that may harm your Mac or
compromise your privacy.

macOS cannot verify that this app is free
from malware.

www.google.com
Open

Eject Disk Image

Eject Disk Image

Cancel Cancel

Fig 1 Fig 2

Now that the tool can be opened, you will need an active network connection from the computer to the camera to
start the update process.
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From the Search Tab, click the Interface dropdown and select your network's IP scheme. Then click the

Search button to find the network cameras

r. [ ] UPGRADE v2.7

Upgrade  Config  Backup  Preview

Devices:

No v IP Address NetMask GateWay Device ID

Language English TYPE1

[

Locate the camera you wish to firmware update from the newly found list. Right-Click that camera and select

"Upgrade’.

'eo e UPGRADE v2.7
Upgrade  Config  Backup  Preview
Devices: 25 Interface  en0:192.168.15.232 Search
No IP Address NetMask GateWay MAC Address Uptime A Device ID
1 192.168.15.34 — R 192.168.15.1 D4:E0:8E:06:36:11 00:00:17 290f85d71¢
4 JITRGREEL A Upgrade ) 192.168.15.1 00:07:33 9f5cal592b
3 192.168.15.207 COmME—— ) 192.168.15.1 i 03:28:24 111b3741e
7 192.1681527  gooyin ) 192.168.15.1 D4:E0:8E:A0:2B:60 11Day 22:50:19 0b8b03480
5 192.168.15.25 » ) 192.168.15.1 DC:ED:84:A0:28:5F 13Day 23:52:20 d40d11b59
2 192.168.15.134  Preview ) 192.168.15.1 q 6:AA:8D 17Day 01:41:41 c01ed4b49¢
23 192.168.15.45 Flicker ) 192.168.15.1 D4:E0:8E:A0:7E:4A 17Day 01:42:12 3942676d4-
14 192.168.1535  Close Flicker ? 192.168.15.1 :E0:8E:AD:DC:BS 28Day 05:01:18 b02efodfd7,
19 192.168.15.40 ) 192.168.15.1 DC:ED: 9: 31Day 02:30:05 85bcleb06t
22 1921681543  Reboot ) 192.168.15.1 D4:E0:8E:A0:00:FE 34Day 23:45:04 6550609c8¢
16 192.168.15.37 255.255.255.0 192.168.15.1 DC:ED:84:A6:2B:CF 37Day 22:03:44 3b62762601
18 192.168.15.39 255.255.255.0 192.168.15.1 DC:ED:84:AA:78:0F 37Day 23:13:11 423f5537b.
25 192.168.15.56 255.255.255.0 192.168.15.1 D4:E0:8E:06:12:40 42Day 03:33:17 6ec2c258b7
21 192.168.15.42 255.255.255.0 192.168.15.1 DC:ED:84:A0:4C:97 44Day 23:56:25 66aa346a8¢
12 192.168.15.33 255.255.255.0 192.168.15.1 DC:ED:84:A0:04:EC 4Day 04:09:26 eaf4a0c031
9 192.168.15.29 255.255.255.0 192.168.15.1 DC:ED:84:AA:D3:5D SDay 00:48:22 597ed3cbl
15 192.168.15.36 255.255.255.0 192.168.15.1 : 66Day 03:42:59 0e3b0abf7e
17 192.168.15.38 255.255.255.0 192.168.15.1 66Day 03:44:08 f1823b6cba
24 192.168.15.55 255.255.255.0 192.168.15.1 66Day 03:45:37 c5b28cec3b
20 192.168.15.41 255.255.255.0 192.168.15.1 66Day 03:46:52 €2039f14bf;
6 192.168.15.26 255.255.255.0 192.168.15.1 3 6Day 22:12:49 edab0ed48¢
8 192.168.15.28 255.255.255.0 192.168.15.1 D4:E0:8E:99:66:AD 6Day 22:22:42 095dbcefafi
10 192.168.15.30 255.255.255.0 192.168.15.1 DC:ED:84:A0:08:96 6Day 22:22:46 5d77fdS8ee
1 10.0.0.5 255.255.255.0 10.0.0.1 D4:E0:8E:A0:04:EA 6Day 22:23:02 7d2cd1b78
11 192.168.15.32 255.255.255.0 192.168.15.1 DC:ED:84:A6:0F:38 6Day 22:23:24 d560113fbf
Language = English TYPE1
[
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3. From the Upgrade Tab, click the "Query’ button to ensure the camera is properly connected to the Upgrade
Tool. The information section will be filled with the camera’s information upon success.

r

[} [ UPGRADE v2.7 o

Search Config  Backup  Preview

Type MTD 192.168.15.34 @

Load File || | open

Upgrade
Status disconnect disconnect

VERSION INFO
SOC: v6.3.30
ARM: v6.3.50THI
AF:v1.3.18
MODEL: F16.HI
UPGRADE: v3.1.36

MTD INFO

Dev Size FErasesize Name
mtd0: 00080000 00010000 "boot”
mtd1l: 00300000 00010000 "kernel"
mtd2: 01400000 00010000 “rootfs"
mtd3: 00100000 00010000 "reserve"
mtd4: 00080000 00010000 "data”

Language English s TYPEL e

|- d

4. Click the "Type" dropdown and select 'MTD" Next, click the "Open’ button to begin searching your computer
for the upgrade file. Once located, click the "Upgrade’ button to apply the firmware.

r q
@ [ ] UPGRADE v2.7

1 Search Config  Backup  Preview

TypdCMTD )92.15&15.34 2

Load File ||

Open

Status disconnect disconnect 3

VERSION INFO
SOC: v6.3.30
ARM: v6.3.50THI
AF:v1.3.18
MODEL: F16.HI
UPGRADE: v3.1.36

MTD INFO

Dev Size Erasesize Name
mtd0: 00080000 00010000 "boot”
mtd1: 00300000 00010000 "kernel"
mtd2: 01400000 00010000 "rootfs"
mtd3: 00100000 00010000 "reserve"
mtd4: 00080000 00010000 "data”"

Language English (&) TYPEl @
5. Do not power off the camera while it is firmware updating
6. Congratulations! You have successfully network firmware upgraded your PTZOptics cameral If you are

firmware updating a USB camera, please continue through these instructions to the USB Firmware Update
section.
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USB Firmware Update

To perform a USB firmware update, you will need to connect the camera to the PC using a USB cable. The USB
firmware upgrade process for the PTZ cameras is identical to the welbcam firmware upgrade process.

1. From the main interface, ensure the camera is properly connected by verifying the connection status in the
bottom left.

4 USB Upgrade V1.1.0.58 =

Type | L, J Load File

PTZOptics Information : Upgrade
SOC Version : 1.2.71
Auto Upgrade
Query Version

Settings

Chinese

LI

e . =
€._Camera connection is successfui >

2. Clickthe "Type" dropdown and select "USB'.

#% USB Upgrade V1.1.0.55 -

Type! |ysp > Load File

PTZ Optics Camera Information : Upgrade
SOC Version : 6.2.81

USB Version : 1.0.75H
FPGA Version : 1.0.27 Auto Upgrade
USB BootLoader Version : 2.0.10

Query Version

Settings

R b

Chinese

Camera connection is successful
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3. Click the "Auto Upgrade” button.

a. Ifthe "Auto Upgrade’ button does not automatically locate the firmware files, move the firmware files to
the same folder as the USB Upgrade V1.1.0.55 tool.

#% USB Upgrade V1.1.0.55 -

Type: [usg ~| I Load File

PTZ Optics Camera Information : Upgrade
SOC Version : 6.2.81

USB Version : 1.0.75H 3
FPGA Version : 1.0.27 Auto Upgrade,
USB BootLoader Version : 2.0.10

Query Version
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Camera connection is successful

b, Apop-up warning will display warning you not to power off or disconnect the camera while it's firmware
updating. This window occasionally opens behind the USB Upgrade tool. Simply move the USB Upgrade
tool to reveal this window to continue

4. The camera will first update the USB version, then the FPGA, and lastly the USB BootlLoader version. The process
will take about 5 minutes
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PTZ Optics Camera Information :
SOC Version : 6.2.81

USB Version : 1.0.75H

FPGA Version : 1.0.27

USB BootLoader Version : 2.0.10
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Upgrade completed, Please restart the camera power.

5. Once all three firmware files have been applied to the camera, restart the camera for all the changes to take effect.
6. Congratulations! You have successfully USB firmware upgraded your PTZOptics cameral
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