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With over 30 years experience in working with positive displacement blowers, Guzzler specializes 
in the supply, repair, service and maintenance of industrial blowers. Our preventive maintenance 
will ensure that your blowers operate at optimum efficiency and reduce the possibility of failure 
and breakdown.   

Hibon Blowers 
Part No. Description

1230700 Hibon NX850 (Fig. 2)
1230634 Hibon Tri-Lobe SIAV 8702

Holmes Blowers 
Part No. Description

43444 Holmes 1020

Rebuilt Blowers 
Part No. Description

44551AR Rebuilt Roots 1024 18" Hg
1230403R Rebuilt Roots 1021 DVJ
1230700R Rebuilt Hibon NX850
1230634R Rebuilt Hibon Tri-Lobe SIAV 8702

Roots Blowers 
Part No. Description
44551A Roots 1024 18" Hg (Fig. 1)

44551 Roots 1024 — vertical
1230080 Roots 1024 — horizontal
1230081 Roots 1021 15" Hg
1230183 Roots 1021 18" Hg
1230403 Roots 1021 DJV 27" Hg

230137 Roots 624 — vertical
230213 Roots 824 — vertical
230242 Roots 827 — vertical

Fig. 2

Fig. 1
Robuschi Blowers 

Part No. Description
49553 Robuschi RBDV145 - 27”
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Heat Shield 
Part No. Description

1230247A Blower heat shield — used on  
1024 blowers

Keystock
Part No. Description
1125258 1/2" x 1/2" x 7-1/2"

(12.7 mm x 12.7 mm x 190 mm)

Foot Gasket
Part No. Description
1250375 Teflon® foot gasket — used on  

10" (254 mm) blowers

Foot Spring
Part No. Description

1320604 Blower foot spring

Filter Element
Part No. Description
42431B 10 micron filter for 62634M
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