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• Triplex plunger design provides smoother 
liquid flow. 

• V-Packings are completely lubricated and 
cooled by the liquid being pumped. 

• Special ported manifold permits an external 
flush liquid providing cooling for hi-temp 
liquids and lubrication for low lubricity  
liquids. 

• Lubricated Lo-Pressure Seals provide double 
protection against external leakage. 

• Oil bath crankcase assures optimum 
lubrication. 

• Close tolerance concentricity of the ceramic 
plunger offers perfect alignment and maxi-
mizes seal life.

48047L

48047N 20 gpm Pump

Features

20 gpm Pump

10 gpm Pump
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Pump – 10 gpm
48047L 
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Pump – 10 gpm Item Part No. Description

16367 Lock washer ¼”

40030 Ball Valve – ½” mini

40589 Hydraulic Adapter – 8 NPT x 8 NPT Str

41283 H.H.C.S. 3/8”-16NC x 1”
42392 ½”-13NC x 1-¼”

42438 Hydraulic Nipple

43750 ¼”-20NC x ¾”

46804 Adapter, Hydraulic, 8 JIC x 8 NPT, Str

48067 Adapter, reducer, 3/8 x ¼, 10K psi

49596 Hose Adapter, Bronze, 1” Hose x ¾” NPT Str

71270 Hydraulic Adapter – 8 JIC x 8 NPT 90

505190 Pump Base, 10 gpm

16367B Lock washer 3/8”

16367C Lock washer ½”

16480B Hydraulic Adapter – 8 NPTF Tee

16480C Hydraulic Adapter – 12 NPTF Tee

16645T Pipe Plug ½ 304SS

45682F Motor, Hydraulic, Vane 2.84 CID, Bkey, B

46441D Unloader Valve

46441E Relief Valve

46846D Pressure Gauge 5000 psi, Bottom port

48047AA Key (M8 x 7.5 x 25)

48047LC Water Pump Body

48047LK Spider Coupler Half, 7/8”

48047LM Spider Coupler Half, 30mm

48047MC Spider Element

49797A Plug, 1-1/2” dia, Plastic

505187A Bracket, Motor Mount, 10 gpm

505234B Shaft Guard, 10 gpm

70331A Adapter, 8 JIC x 12 NPT, 90

70543N Adapter, Hydraulic, 12 NPT x 8NPTF Reducer

41600 Pump Oil

48047LN Pump Head Plug w/ 3/8 Gauge Port

48047LP Pump Head Plug

48567 Seal Kit, Piston

48556 Valve Kit, Piston

40030 Ball Valve – ½” mini

48047LZ Direct Mount Stud Kit, M 10 x 1.5 x 50mm

49792 Thermal Valve

16480B Adapter, Hydraulic, 8 NPTF x 8 NPTF x 8 NPTF

46804 Adapter, Hydraulic, 8 JIC x 8 NPT, Str
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Pump – 20 gpm
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Item Part No. Description

16367 Lock washer ¼”

40030 Ball Valve – ½” mini

42686 5/8”-11NC x 1-1/2”

43750 ¼”-20NC x ¾”
46773 Adapter, Hydraulic, 8 JIC x 8 NPT

49596 Hose Adapter, Bronze, 1” Hose x ¾” NPT Str

49803 Spider Coupler, 48/60, Red

49804 Coupler Half, 48/60, 1-3/8 bore

49805 Coupler Half, 48/60, 1-1/4 bore

505233 Pump Base, 20 gpm

16355E 5/8”-11NC x 1-1/4”

16367D Lock washer 5/8”

16475D 1” Service Tee

16480J Adapter, Hydraulic, 12 NPTF Tee, Brass

20344R Reducer Bushing, SS, 1-1/4 x ½

40246A Adapter, Hydraulic, 16 NPT x 16 NPT, Str SS

40589D Adapter, Hydraulic, 16 NPT x 12 NPT, Str

40589J Adapter, Hydraulic, 16 NPT x 12 NPT, Str Brass

45072B Adapter, Hydraulic, 4 NPT x 4 NPTF, SS

46441G Unloader Valve

46441H Relief Valve

46846D Pressure Gauge 5000 psi, Bottom port

48047NA Motor, Water Pump

48047ND Pump, 20 gpm @ 2500 psi

48299A 1” Hose Barb

48749FG Key (M10 x 8 x 70)

49797A Plug, 1-1/2” dia, Plastic

505234A Shaft Guard, 20 gpm

505238A Bracket, Motor Mount, 20 gpm

70338J Adapter, 8 JIC x 16 NPT, Str

70338R Adapter, 12 JIC x 16 NPT, Str SS

70542D Reducer, 24 NPT x 20 NPT

70542E Reducer, 24 NPT x 16 NPTF

70543P Adapter, Hydraulic, 12 NPT x 8NPTF Reducer, Brass

48749A Seal Kit, Piston

48749B Valve Kit, Piston

41600 Pump Oil

48047NF Direct Mount Stud Kit, M14 x 2 x 50mm

49792 Thermal Valve

16480C Adapter, Hydraulic, 12 NPTF x 12 NPTF x 12 NPTF

70338 Adapter, Hydraulic, 12 JIC x 12 NPT, Str
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