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NX Logo
Part No. Description

1320241 NX body logo (Fig. 1)

ACE Logos
Part No. Description
1320742 ACE body logo — black (Fig. 2)
1320743 ACE body logo — white

Decal Kits
Part No. Description
47047HZ Float level indicator —  

full to empty
1800131A Guzzler NX
1800134A Guzzler ACE
1800135A Guzzler Classic
1800141A HXX PD
1800160A HXX fan
1800177A HXX Prodigy PD

Classic Logos
All logos are 11" x 47" (279 mm x 1194 mm).

Part No. Description
1320973 Classic body logo — black (Fig. 3)

1320973A Classic body logo — brown 
1320973B Classic body logo — chrome
1320973C Classic body logo — silver

1320974 Classic body logo — white (Fig. 4)

1320973 - 11” x 47“ - black
1320973A - 11” x 47“ - brown
1320974 - 11” x 47“ - white
1320973B - 11" x 47" - chrome
1320973C - 11" x 47" - Silver Metallic - Dupont C9339 
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VACTOR Manufacturing Inc.  STREATOR, IL.

NAME
LOGO,GUZZLER ACE,BLACK

.ON TRAPELACSETAD.RD
AC 4-11-2006 NONE 1320742

DIMS. IN INCHES
TOLERANCES UNLESS 
NOTED +/- .032 per foot

ENG. STANDARDS

E0010 - Decal layout specifications
E0013 - Vinyl film - body logos

20-1/8" wide x 7” tall

A Removed Guzzler Manufacfuring, Inc. AC 4-11-2006 6326

Vactor No. 1800124

Approx size 11.7” by 48”

Fig. 1

Fig. 2

Fig. 4

Fig. 3
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HXX Logos
Part No. Description

47047JF HXX — black (Fig. 1)
47047JT HXX — white (Fig. 2)

47047JTA HXX — silver
47047KP HXX — no dig decal

49206 HXX Prodigy for light colored units 
— 30" x 52" 
(762 mm x 1321 mm) (Fig. 3)

49206A HXX Prodigy for light colored units 
— 16" x 28" 
(406 mm x 711 mm) 

49206B HXX Prodigy for dark colored units 
— 30" x 52" 
(762 mm x 1321 mm) 

49206C HXX Prodigy for dark colored units 
— 16" x 28" 
(406 mm x 711 mm)

47047JF - black/blue
47047JT - white/blue w/white outline
47047JTA - silver

LTR. Revision By Date ECN No.

0 Initial release AC 1-5-2007 6682

This document contains material and/or information which is the property of Vactor Manufacturing Inc., and supplied only on a 
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VACTOR Manufacturing Inc.  STREATOR, IL.

NAME
LOGO,HXX PRODIGY 30X52

.ON TRAPELACSETAD.RD
AC 1-5-2007 NONE 49206

DIMS. IN INCHES
TOLERANCES UNLESS 
NOTED +/- .032 per foot

ENG. STANDARDS

E0010 - Decal layout specifications
E0013 - Vinyl film body logos

51.23" wide x 29.84" tall
Note: Illustrator file is actual size

Fig. 1

Fig. 2

Fig. 3
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